RACARRO

MOD-HDTV MOD-HDTV MINI MOD-HDTV MICRO
Code 287400 287406 287429
Input no. 2 1 1
Output no. 1 1 1
Connectors 2xF Female[R.Fl' 3xRCA (analog.IN), 1x F Female (RF), IxHDMI (digital IND, 1x 1x F Female (RF), IxHDMI (digital IND, 1x

1xHDMI (digital IN), 1x USB UsB Bluetooth
Input
Input 1 HDMI HDMI HDMI
Input 2 CVBS - -
Video Codeing MPEG-4 AVC / H.264 MPEG-4 AVC / H.264 MPEG-4 AVC / H.264
Bitrate Video Mbps 1-19 1-19 1-19
Video profile High profile 4.0 High profile 4.0 High profile 4.0
Video resolution 1920x1080@30fps HDMI 1920x1080@30fps HDMI 1920x1080@30fps HDMI
720x576@25fps 720x576@25fps 720x576@25fps

Audio type HDMI & mono/stereo HDMI HDMI
Audio Standard MPEG-1 Layer Il MPEG-1 Layer II, AAC, AC3 MPEG-1 Layer Il, AAC, AC3
Bitrate Audio Kbps B4, 96,128, 256, 320, 384 B4, 96,128,192, 256, 320, 384 B4, 96,128,192, 256, 320, 384
Audio level Vpp 0.5 (adjustable) 0.5 - 1 (adjustable) 0.5 - 1 (adjustable)
Output
Trasponder No. 1 1 1
Modulation DVB-T (EM300744) DVB-T (EM300744) DVB-T (EM300744)
Costellation OPSK, 180AM, 640AM OPSK, 180AM, 640AM OPSK, 180AM, 640AM
Channels E5-E12, E21-E69 E5-E12, E21-E69 E21-E69
Bands MHz 174-230, 470-762 174-230, 470-862 174-230, 470-862
Freq. step MHz 1 1 1
Freq. band MHz 6.7.8 6.7.8 6.7.8
Carriers 2K, 8K 2K, 8K 2K, 8K
Guard interval 1/4,1/8,1/16,1/32 1/4,1/8,1/16,1/32 1/4,1/8,1/16,1/32
FEC 1/2,2/3,3/4,5/8,7/8 1/2,2/3,3/4,5/8,7/8 1/2,2/3,3/4,5/8,7/8
Max out Ulevel dBwv 90 90 90
Level ad. dB 20 20 20
MER dB 35@UHF 35@UHF 35@UHF
MIX band MHz 47-862 47-862 47-862
insertion loss dB 1 1 1

other features

Service name. service ID, video PID, audio  Service name. service ID, video PID, audio ~ Service name. service ID, video PID, audio

Configurable parameters PID, PMT PID, TS ID, ONID, networkiD, PID, PMT PID, TS ID, ONID, networkiD, PID, PMT PID, TS ID, ONID, networkiD,
provider name provider name provider name
LCN yes (nordig, ITC/UK, EICTA/Europa, Nuova  yes (nordig, ITC/UK, EICTA/Europa, Nuova  yes (nordig, ITC/UK, EICTA/Europa, Nuova
zelanda) zelanda) zelanda)
Supply voltage V., mA 12, 400max 12, 340max 12, 290max
Operating temperature from O to 50° from O to 50° from 0 to 50°
Dimensions 200 x 102 x 41 200 x 102 x 41 131x 81x 27

SMATV 155 Catalogue



